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Environmental Protection Agency § 460.10 

(b) The term ‘‘product’’ shall mean 
articles developed or printed by photo-
graphic processes, such as paper prints, 
slides, negatives, enlargements, movie 
film and other sensitized materials.

§ 459.12 Effluent limitations guidelines 
representing the degree of effluent 
reduction attainable by the applica-
tion of the best practicable control 
technology currently available. 

In establishing the limitations set 
forth in this section, EPA took into ac-
count all information it was able to 
collect, develop and solicit with re-
spect to factors (such as age and size of 
plant, raw materials, manufacturing 
processes, products produced, treat-
ment technology available energy re-
quirements and costs) which can affect 
the industry subcategorization and ef-
fluent levels established. It is, however, 
possible that data which would affect 
these limitations have not been avail-
able and, as a result, these limitations 
should be adjusted for certain plants in 
this industry. An individual discharger 
or other interested person may submit 
evidence to the Regional Adminis-
trator (or to the State, if the State has 
the authority to issue NPDES permits) 
that factors relating to the equipment 
of facilities involved, the process ap-
plied, or other such factors related to 
such discharger are fundamentally dif-
ferent from the factors considered in 
the establishment of the guidelines. On 
the basis of such evidence or other 
available information, the Regional 
Administrator (or the State) will make 
a written finding that such factors are 
or are not fundamentally different for 
that facility compared to those speci-
fied in the Development Document. If 
such fundamentally different factors 
are found to exist, the Regional Admin-
istrator or the State shall establish for 
the discharger effluent limitations in 
the NPDES permit either more or less 
stringent than the limitations estab-
lished herein, to the extent dictated by 
such fundamentally different factors. 
Such limitations must be approved by 
the Administrator of the Environ-
mental Protection Agency. The Admin-
istrator may approve or disapprove 
such limitations, specify other limita-
tions, or initiate proceedings to revise 
these regulations. 

(a) The following limitations estab-
lish the quantity or quality of pollut-
ants or pollutant properties, controlled 
by this paragraph, which may be dis-
charged from a photographic proc-
essing point source subject to the pro-
visions of this paragraph after applica-
tion of the best practicable control 
technology currently available:

Effluent characteristic 

Effluent limitations 

Maximum 
for any 1 

day 

Average of daily 
values for 30 

consecutive days 
shall not ex-

ceed— 

Metric units (kilograms per 
1,000 m 2 of product) 

Ag ......................................... 0.14 0.07
CN ........................................ 0.18 0.09
pH ........................................ (1) (1) 

English units (pounds per 
1,000 ft 2 of product) 

Ag ......................................... 0.030 0.015
CN ........................................ 0.038 0.019
pH ........................................ (1) (1) 

1 Within the range 6.0 to 9.0. 

PART 460—HOSPITAL POINT 
SOURCE CATEGORY
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representing the degree of effluent reduc-
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best practicable control technology cur-
rently available.

AUTHORITY: Secs. 301, 304 (b) and (c), 360(b), 
307 (b) and (c), Federal Water Pollution Con-
trol Act, as amended (33 U.S.C. 1251, 1311, 1314 
(b) and (c), 1316(b) and 1317 (b) and (c), 86 
Stat. 816 et seq.; Pub. L. 92–500) (the Act).

SOURCE: 41 FR 18777, May 6, 1976, unless 
otherwise noted.

Subpart A—Hospital Category

§ 460.10 Applicability; description of 
the hospital category. 

The provisions of this subpart are ap-
plicable to discharges resulting from 
the functional operations of the hos-
pital point source category.
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40 CFR Ch. I (7–1–02 Edition)§ 460.11 

§ 460.11 Specialized definitions. 

For the purpose of this subpart: 
(a) Except as provided below, the gen-

eral definitions, abbreviations and 
methods of analysis set forth in part 
401 of this chapter shall apply to this 
subpart. 

(b) The term ‘‘product’’ shall mean 
service resulting from the hospital ac-
tivity in terms of 1,000 occupied beds.

§ 460.12 Effluent limitations and guide-
lines representing the degree of ef-
fluent reduction attainable by the 
application of the best practicable 
control technology currently avail-
able. 

Except as provided in §§ 125.30 
through 125.32, any existing point 
source subject to this subpart, shall 
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best practicable control 
technology currently available (BPT): 

(a) The following limitations estab-
lish the quantity or quality of pollut-
ants or pollutant properties, controlled 
by this paragraph, which may be dis-
charged from the hospital point source 
subject to the provisions of this para-
graph after application of the best 
practicable control technology cur-
rently available:

Effluent characteristic 

Effluent limitations 

Maximum 
for any 1 

day 

Average of daily 
values for 30 

consecutive days 
shall not ex-

ceed—

Metric units (kg/1,000 
occupied beds) 

BOD5 ................................... 41.0 33.6
TSS ...................................... 55.6 33.8
pH ........................................ (1) (1) 

English units (lb/1,000 
occupied beds) 

BOD5 ................................... 90.4 74.0
TSS ...................................... 122.4 74.5
pH ........................................ (1) (1) 

1 Within the range 6.0 to 9.0. 

[41 FR 18777, May 6, 1976, as amended at 60 
FR 33972, June 29, 1995]

PART 461—BATTERY MANUFAC-
TURING POINT SOURCE CAT-
EGORY

GENERAL PROVISIONS 

Sec. 
461.1 Applicability. 
461.2 General definitions. 
461.3 Monitoring and reporting require-

ments. 
461.4 Compliance date for PSES.

Subpart A—Cadmium Subcategory

461.10 Applicability; description of the cad-
mium subcategory. 

461.11 Effluent limitations representing the 
degree of effluent reduction attainable 
by the application of the best practicable 
control technology currently available 
(BPT). 

461.12 Effluent limitations representing the 
degree of effluent reduction attainable 
by the application of the best available 
technology economically achievable 
(BAT). 

461.13 New source performance standards 
(NSPS). 

461.14 Pretreatment standards for existing 
sources (PSES). 

461.15 Pretreatment standards for new 
sources (PSNS).

Subpart B—Calcium Subcategory

461.20 Applicability; description of the cal-
cium subcategory. 

461.21–461.22 [Reserved] 
461.23 New source performance standards 

(NSPS). 
461.24 [Reserved] 
461.25 Pretreatment standards for new 

sources (PSNS).

Subpart C—Lead Subcategory

461.30 Applicability; description of the lead 
subcategory. 

461.31 Effluent limitations representing the 
degree of effluent reduction attainable 
by the application of the best practicable 
control technology currently available 
(BPT). 

461.32 Effluent limitations representing the 
degree of effluent reduction attainable 
by the application of the best available 
technology economically achievable 
(BAT). 

461.33 New source performance standards 
(NSPS). 

461.34 Pretreatment standards for existing 
sources (PSES). 

461.35 Pretreatment standards for new 
sources (PSNS).

VerDate Aug<2,>2002 14:43 Aug 15, 2002 Jkt 197162 PO 00000 Frm 00512 Fmt 8010 Sfmt 8010 Y:\SGML\197162T.XXX pfrm17 PsN: 197162T


		Superintendent of Documents
	2014-12-09T07:29:44-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




